Footprint A Device Layout

0.030 [0.75]
r

':— 0.028 [0.70]1

B

0.052 [1.33]
fe % :
Q| |RRRRRRRKRRRKKY IR RRXRRIKK AR X3
S /D
@ ’ 0.028 [0.701 —fi f—1
Ao |
o o : B
Sowa
feodo -oose3del | | "
~ N 2 %
NsB S 2 & 3 R %
S| 2| 003 (078 : ?} Y :
S % b i ’::.':":0‘:
\ o ote! { d letatetetetetets!
0.002 [0.051 - == ==
0.002 [0.05] 0.030 [0.75]
0.016 [0.401 — I
e S . 0.045 [1.14]
0.042 1071
0062 [1.571
084 2,
SR b 0.217 [S51]
0.231 [5.86]
0.243 [618]
0.259+0.010 [6.58+0.25)

Dimensions in inches [mm)]
Tolerances are +/-0.002 [0.05], unless noted.
Dimensions nominal unless otherwise noted.

All contact areas are gold plated, including /0 pads.
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Dimensions in inches [mm)].
Dimensions nominal unless otherwise noted.

Line width for 1/0O pads should be designed to match 50-ohm characteristic impedance, depending on
PCB material and thickness. Grounding for these lines not shown.

All contact areas are gold plated, including I/O pads.
Grounding is solid copper under solder mask, with solder mask defined pads for ground openings. I/O
pads are not shorted to ground.
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