
TOP SELLING POINTS / CHARACTERISTICS

KYOCERA AVX is a passive component industry leader, offering 
a broad range of the aluminum capacitors backed by the well 
established KYOCERA AVX global support and high quality standards.

BASIC OVERVIEW
This product is new to the KYOCERA AVX portfolio. KYOCERA 
AVX is adding the Snap-in Aluminum Capacitors to the existing 
V-Chip and Radial Aluminum capacitor portfolio.

APPLICATIONS
• Consumer Electronics

• Industrial Power and Lighting

• Telecommunications

• Renewable Energy

• Filtering and Power Decoupling

• Switched Mode Power Supplies

KEY SPECIFICATIONS
• High CV values

• High ripple current capabilities

• High endurance

• Wide operation voltage 

GENERAL CHARACTERISTICS
• Snap-in lead configurations designed for easy mounting

• Used in a variety of applications 

• Available in many different case sizes
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Click Here to View the SNA Series Datasheet

Click Here to View the SNL Series Datasheet

SNAP-IN ALUMINUM 
CAPACITORS

 SNA AND SNL SERIES

http://www.kyocera-avx.com
http://www.kyocera-avx.com
https://datasheets.kyocera-avx.com/SNA-Series.pdf
https://datasheets.kyocera-avx.com/SNL-Series.pdf


IMMEDIATELY AVAILABLE PART NUMBERS
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NORTH AMERICA
Allen Mayar

Global Product Manager, 
Electrolytic Capacitors
TEL: +1 864 228 4540

Email: 
allen.mayar@kyocera-avx.com

EUROPE
Iva Dohnalova

Product Marketing Manager
TEL: +420 465 358 595

Email: 
iva.dohnalova@kyocera-avx.com

ASIA
Andrew Ching 

Product Marketing Manager
TEL: +65 6424 0353

Email: 
andrew.ching@kyocera-avx.com

JAPAN
Terry Lee

Technical Marketing Manager
TEL: +65 64 240 353

Email: 
terry.lee@kyocera-avx.com

FAQ’S

Q: What are the KYOCERA AVX Snap-in series?
A: Snap-in series: SNA and SNL.

Q: What is the Lead Time for the KYOCERA AVX Snap-in series? 
A: 20-24 weeks.

Q: What range offers the highest rated voltage? 
A: SNL (550V).

Q: What range offers the highest endurance? 
A: SNA (5000h).

SNAG25820M450BK
SNAH25111M450BK
SNAI35221M450BK
SNAJ50471M450BK
SNAI30471M250BK
SNAJ45122M250BK
SNLG25271M200BK
SNLI50561M400BK
SNLG25680M400BK
SNLH30151M450BK
SNLG30101M450BK
SNLH45221M450BK
SNLI45471M450BK

Click Here to View the SNA Series Datasheet

Click Here to View the SNL Series Datasheet
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